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(2) The owner or operator shall deter-
mine, based on design considerations 
and operating experience, a criterion 
that indicates failure of the seal sys-
tem, the barrier fluid system, or both. 

(f) If the sensor indicates failure of 
the seal system, the barrier system, or 
both based on the criterion determined 
under paragraph (e)(2) of this section, a 
leak is detected. 

(g)(1) When a leak is detected, it 
shall be repaired as soon as practicable, 
but not later than 15 calendar days 
after it is detected, except as provided 
in § 60.482–9a. 

(2) A first attempt at repair shall be 
made no later than 5 calendar days 
after each leak is detected. 

(h) A compressor is exempt from the 
requirements of paragraphs (a) and (b) 
of this section, if it is equipped with a 
closed vent system to capture and 
transport leakage from the compressor 
drive shaft back to a process or fuel gas 
system or to a control device that com-
plies with the requirements of § 60.482– 
10a, except as provided in paragraph (i) 
of this section. 

(i) Any compressor that is des-
ignated, as described in § 60.486a(e)(1) 
and (2), for no detectable emissions, as 
indicated by an instrument reading of 
less than 500 ppm above background, is 
exempt from the requirements of para-
graphs (a) through (h) of this section if 
the compressor: 

(1) Is demonstrated to be operating 
with no detectable emissions, as indi-
cated by an instrument reading of less 
than 500 ppm above background, as 
measured by the methods specified in 
§ 60.485a(c); and 

(2) Is tested for compliance with 
paragraph (i)(1) of this section initially 
upon designation, annually, and at 
other times requested by the Adminis-
trator. 

(j) Any existing reciprocating com-
pressor in a process unit which be-
comes an affected facility under provi-
sions of § 60.14 or § 60.15 is exempt from 
paragraphs (a) through (e) and (h) of 
this section, provided the owner or op-
erator demonstrates that recasting the 
distance piece or replacing the com-
pressor are the only options available 
to bring the compressor into compli-
ance with the provisions of paragraphs 
(a) through (e) and (h) of this section. 

§ 60.482–4a Standards: Pressure relief 
devices in gas/vapor service. 

(a) Except during pressure releases, 
each pressure relief device in gas/vapor 
service shall be operated with no de-
tectable emissions, as indicated by an 
instrument reading of less than 500 
ppm above background, as determined 
by the methods specified in § 60.485a(c). 

(b)(1) After each pressure release, the 
pressure relief device shall be returned 
to a condition of no detectable emis-
sions, as indicated by an instrument 
reading of less than 500 ppm above 
background, as soon as practicable, but 
no later than 5 calendar days after the 
pressure release, except as provided in 
§ 60.482–9a. 

(2) No later than 5 calendar days 
after the pressure release, the pressure 
relief device shall be monitored to con-
firm the conditions of no detectable 
emissions, as indicated by an instru-
ment reading of less than 500 ppm 
above background, by the methods 
specified in § 60.485a(c). 

(c) Any pressure relief device that is 
routed to a process or fuel gas system 
or equipped with a closed vent system 
capable of capturing and transporting 
leakage through the pressure relief de-
vice to a control device as described in 
§ 60.482–10a is exempted from the re-
quirements of paragraphs (a) and (b) of 
this section. 

(d)(1) Any pressure relief device that 
is equipped with a rupture disk up-
stream of the pressure relief device is 
exempt from the requirements of para-
graphs (a) and (b) of this section, pro-
vided the owner or operator complies 
with the requirements in paragraph 
(d)(2) of this section. 

(2) After each pressure release, a new 
rupture disk shall be installed up-
stream of the pressure relief device as 
soon as practicable, but no later than 5 
calendar days after each pressure re-
lease, except as provided in § 60.482–9a. 

§ 60.482–5a Standards: Sampling con-
nection systems. 

(a) Each sampling connection system 
shall be equipped with a closed-purge, 
closed-loop, or closed-vent system, ex-
cept as provided in § 60.482–1a(c) and 
paragraph (c) of this section. 
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